
SHPN Series IP65 Plastic Waterproof Distribution Box for Easy
Installation

Basic Information

China

Golden Electric /OEM

ISO 9001, ISO 9000, ISO 14001, ISO 14000,
ISO 20000, OHSAS/ OHSMS 18001,
IATF16949

SHPN

1

USD25-USD100

Carton/Pallet

Peak Season Lead Time: more than 12
months Off Season Lead Time: within 15
workdays

LC, T/T, PayPal, Western Union

5000/Month

Product Specification

15A

50A/63A

PVC

Sh4p

Standard Carton

Different Sizes And Specifications

Golden Electric Or Customize

China

8543709990

5000/Month

Distribution Metering Box

AC220V AC 415 DC500V DC1000V

105*200*100mm

Solar PV System

IP65

Golden Electric

US$ 1/Piece 1 Piece(Min.Order) | Request
Samp

Available | Customized Request

More Images

for m
ore products please visit us on chinagoldene.com

Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Input Current For Each
String:

Output Switch Current:

Material:

Model:

Transport Package:

Specification:

Trademark:

Origin:

HS Code:

Supply Ability:

Type:

Operation Voltage:

Size:

Application Range:

Guangzhou Golden Electric Co., Ltd.
chinagoldene.com

O
ur Product Introduction



Product Description

Product Description

High-end distribution box.Overall panel design is luxury and attractive. The material is PC which makes it really
resistant ,fireproof and UV protection. Fixed frame, simple structure and easy to install
special waterproof.dustproof and corro-sion-proof locationssy to install.
Executive stand ard IEC60529 EN 60309 IP65

Product Parameters

Name SH4PN

System maximum dc voltage 1000

Maximum input current for each string 15A

Maximum input strings 10

Maximum output switch current 50A/63A

Number of inverter MPPT N

Number of output strings 1

Protection grade IP65

Output switch DC isolation switch(standard)/DC circuit breaker(optional)

Solar Connectors/dc fuse/dc surge protector Standard

Monitoring module/Preventing diode Optional

Box material PVC

Installation method Wall mounting type

Operating Temperature -25ºC--+55ºC

Elevation of temperature 2km

Permissible relative humidity 0-95%, no condensation

Drawings

 

for m
ore products please visit us on chinagoldene.com

O
ur Product Introduction



 

Insulation flame retardant
The shell is made of pc material,flame retardant
and high temperature resistant to reduce safety 
Hazrdsinsulation flame retardant
The shell is made of pc material, flame retardant
and high temperature redidtant to reduce safety
hazards 

 

 

Waterproof safety assured 
The shell adopts high flame retardant ,high
waterproof 
Material ,impact resistance and long service life 

 



 
Packaging & Shipping
Package:International standard packaging

Transport method : support multiple modes of such as sea, land and air

1) Are you a factory or trading company?
Yes we are  factories.

2) What is your FOB port?
FOB Guangzhou, and we can according to customer requirements.

3) What is your delivery time?
3-7 days for samples, 10-30 days for large quantities, according to your order.

4) How about your after-sale service?
We can offer you timely and best after-sales service. Now we have built our relationship in many
overseas countries like Brazil, Pakistan, Japan and German. It makes our after-sale service very
easy and effective to reach you. Also our 24 hours online inquiry service is available.

5) Can I have my own logo on your products?
Yes, OEM&ODM service is available.

 

 008618998498109  eva@china-golden.com.cn  chinagoldene.com

Guangzhou Golden Electric Co., Ltd.



Building 4, Self-edited Building, No. 728, Kaichuang Avenue, Yunpu Industrial Zone, Huangpu District,
Guangzhou city,Guangdong province,China


