
Waterproof Enclosure for Electric Power Changeover Cam Ratory Switch in
Machinery

Basic Information

China

Golden Electric /OEM

ISO 9001, ISO 9000, ISO 14001, ISO 14000,
ISO 20000, OHSAS/ OHSMS 18001,
IATF16949

1

Carton/Pallet

Peak Season Lead Time: more than 12
months Off Season Lead Time: within 15
workdays

LC, T/T, PayPal, Western Union

5000/Month

Product Specification

New

PC And ABS Fireproof

IP66

Home Use And Outdoor Use

Low Voltage

Changeover Switch Box

Golden/OEM

690V

3p/4p

Standard Export Package

20, 32, 40, 63A

Golden Or Netural, Or Customer Brand

China

8538909090

20000PCS/Month

Single Button

Electrical Appliance, Machinery,
Communication

Standard

Mushroom-Head

Open Type

ISO, GS, RoHS, CE

Available | Customized Request

More Images

for m
ore products please visit us on chinagoldene.com

Place of Origin:

Brand Name:

Certification:

Minimum Order Quantity:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Condition:

Shell Material:

Shell Protection Grade:

Application Range:

Operation Voltage:

Model No.:

Brand:

Ui:

Pole:

Transport Package:

Specification:

Trademark:

Origin:

HS Code:

Supply Ability:

Guangzhou Golden Electric Co., Ltd.
chinagoldene.com
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Product Description

Product Description

1.Products Introduction

      GS25 series Pad-lock type switch are derivatives of GS series rotary switch.Insalled in equipment where it requires a pad-
lock to lock the switch in certain position.For instance, to fix the switch in ON position,to prevent the unauthorized personnel
from operation the switch.

      GS25 series Pad-lock type switch complies with the GB 14048.3 and IEC 60947.3.
 

2.Working Conditions

    a.Ambient temperature DO NOT exceed 40ºC, and the average temperature,measured over a period of 24 hours,

       DO NOT exceed 35ºC.

    b.Ambient temperature should not be below -25ºC.

    c.Should not be isstalled above 2000m above sea level.

    d.The humidity should not exceed 50% when the ambient temperature is 40ºC and higher humidity is allowed for lower
temperature.
 

3.Installation Conditions

   a.A clean environment is required

    b.Please follow our manual

 

Product Features

 

1.Rated insulation voltage 690V, current
20A~160A,commonly used in single-phase or three-phase
AC system;
2.IP66 box body design, with the import of the sealing strip
of the safety seal and dust,waterproof, anti
ultraviolet materials;
3.Switch rotating operator (knob) with three lock position,
reliable to prevent misuse;
4.Suitable for different cable connectors: M25, M20, M16
and M12, optional waterproof cable connectors;
5.Large wiring operation space, the product is fixed on the
box body, the connection is still convenient;
6.Adequate internal space, good heat dissipation effect,
the whole machine can be loaded at -25ºC -70ºC;
7.Large contrast color design, easy to distinguish;
8.Protection degree: IP66.

 

Product Parameters

 

Technical Parameters GS-20-3
GS-20-4

GS-25-3
GS-25-4

GS-32-3
GS-32-4

GS-40-3
GS-40-4

GS-63-3
GS-63-4

GS-80-3
GS-80-4

Rated Insulation Voltage Ui 690 690 690 690 690 690
Rated Current Ith 20A 25A 32A 40A 63A 80A

Rated Value@415V
AC21 A 20 25 32 40 63 80
AC22 A 20 25 32 40 63 80
AC23 KW 5.5 7.5 11 15 18.5 22

Switching Capacity@415VAeff120 150 220 300 370 440
Breaking Capacity@415V Aeff110 135 200 250 330 380
Mechanical Life 103 20 20 20 20 10 10
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Recommand Product

 

 

 

Company Profile

- Golden Electric Co.,Ltd ,was foundad in 2017, we are professional for make AC and DC electric items
such as cable gland, isolator switch , fuse , circuit breaker , distribution box , PV combiner box ,surge
protector, Industrial plug and socket,Solar product etc.

- Golden has been granted ISO9001 management system certifications. The comprehensive product
line has more than 1000 models which have been approved by TUV,CE,CQC,SGS,ROHS,SASO. The
productsells well to UK, Spain, Portugal, Singapore, Turkey, Russia, Korea, South Africa... more than 60
countries and regions.
 
- Golden is always striving hard to provide the best services and competitive price to all customers.

 

FAQ

 
1) Q:How can i trust your company?
    A:Golden electric is The top 10 manufacture in China - more than 350 Agents in local market and more than 100
foreign  clients make OEM,ODM order from us,Golden electric is a big company, we have cooperation with LS, EKF the world-
class companies. Our company over 100 employees, products pass CE,IEC,TUV,SAA, RCM, ROHS certificates.

2) Q:Your products?
     A: Golden electric is factory for Isolator Switch,Automatic transfer switch,Surge protector device,distribution box Enclosure,



inverter, DC fuse etc. Providing customers very competitive sources, and can be your sourcing agent in China. Goods are
following international standards, IE, CE, ISO9001 ,SGS etc.
 
3) Q: After Sales Service?
     A: We will provide the best After-sales Service
 
4) Q: What's the payment term?
       A: Normally 100% T/T in advanced payment. If big order then about 50% advanced payment, balance before
shipment.PAYPAL,WESTERN UNION,CASH for small order.

5)  Q: Your address ?
      A: Locates in Guangzhou province, China,welcome to visit us
 
6) Q:What's your contact information ? 
 
Send your Inquiry Details in the Below, Click "send" Now!! We will do our best to give you a perfect
service.

 008618998498109  eva@china-golden.com.cn  chinagoldene.com

Building 4, Self-edited Building, No. 728, Kaichuang Avenue, Yunpu Industrial Zone, Huangpu District,
Guangzhou city,Guangdong province,China

Guangzhou Golden Electric Co., Ltd.
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