
Customization HK11 Double-Throw Knife Switch Changeover Switch for Turn
The Horizontal

Basic Information

China

Golden Electric /OEM

ISO 9001, ISO 9000, ISO 14001, ISO 14000,
ISO 20000, OHSAS/ OHSMS 18001,
IATF16949

1

Carton/Pallet

Peak Season Lead Time: more than 12
months Off Season Lead Time: within 15
workdays

LC, T/T, PayPal, Western Union

5000/Month

Product Specification

GD-HK11

Double-Column Disconnector

Indoor High-Voltage

Grounding

Oscillating Type

Turn The Horizontal

Yr

Paper Box Packaging

50X45X53CM

Golden Electric Or Customize

China

8543709990

5000/Month

3 Year

Golden Or Netural Or Customer Brand

Manual

CCC, CE, ISO9001

Low-Voltage

3P

US$ 1/Piece 1 Piece(Min.Order) | Request
Samp

Available | Customized Request

More Images

for m
ore products please visit us on chinagoldene.com

Place of Origin:

Brand Name:

Certification:

Minimum Order Quantity:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Model NO.:

Structure:

Installation:

Grounding Mode:

Movement Mode:

Run:

Common Model:

Transport Package:

Specification:

Trademark:

Origin:

HS Code:

Supply Ability:

Warranty:

Brand:

Guangzhou Golden Electric Co., Ltd.
chinagoldene.com

O
ur Product Introduction



Product Description

About us: 
GUANGZHOU GOLDEN ELECTRIC Co., Ltd. is professional supplier of Electrical products. 
We are Specialized in producing and supplying portable distribution box, waterproof plug, socket, wall switch,
waterproof plastic ,Aluminum box ,Changeover Switch and disconnecting switch. all products comply with IEC, A
S/NZS standard. passed CE, IP66, ROHS certificates.
Advanced process technologies, standard production processes and precise testing equipment, all ensure the
products we supply can satisfy with customers' need. Our Cooperative factory has 15 injection molding
machines, 16 CNC and 13 automatic lathes and 12 testing equipment. at present we have exported to many
countries and have serve these customers with professional electrical solution. 
Welcome to visit our factory.Thanks

Product Description

 

Knife switch is also called disconnecting switch, it
is the most simple and hand control appliances
and the widely used a low-voltage electrical
appliances.

The knife switch in the circuit is: isolated power
supply, to ensure the safety of the circuit and
equipment maintenance; Breaking load, such as
no frequently make little and breaking capacity of
low voltage circuit or start small capacity motor
directly.
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Product Parameters

      Model NO.  HK11

Current Poles  2P,3P,4P

Voltage 110V-600V

Style Double throw knife switch

Current 32A 63A 100A 

Origin China,Guangzhou

Model No.:HK11-3P
Current:53A
Voltage:240V/415V
MOQ: 1000PCS
Delivery time: 7days 
Export Markets:Global
 
Trademark:OEM
Style: Double throw knife switch
Poles: 2P  3P 4P
Voltage:110V-600V
Wattage:32A 63A 100A 
Packing:Export Standard Carton Box or ODM
Origin:China, Guangzhou 
 

Recommended Products



Q1: Are you a factory or trading company
A1: We are a factory, we can guarantee our price is first-hand, very cheap and competitive.
Q2: How does your factory do regarding quality control?
A2: All the products will be 100% checked before the shipment
Q3: When can I get the price?
A3:Usually we quote within 24 hours after we get your inquiry.
Q4: How could I get a sample?
A4: if you can not buy our product in your local area, we will ship a sample to you. You will be
charged a sample price plus all related shipping costs. Express delivery charge depends on the
quantity of the samples.
Q5: What is the price of shipping?
A5: Depending upon the port of delivery, prices vary.
 

                                                   Any more query please contact with us, thank you!

 008618998498109  eva@china-golden.com.cn  chinagoldene.com

Building 4, Self-edited Building, No. 728, Kaichuang Avenue, Yunpu Industrial Zone, Huangpu District,
Guangzhou city,Guangdong province,China

Guangzhou Golden Electric Co., Ltd.


