
High Purity Copper Wire 3mm Diameter Millberry/Copper 99.9% for Your
Requirements

Basic Information

China

Golden Electric /OEM

ISO 9001, ISO 9000, ISO 14001, ISO 14000,
ISO 20000, OHSAS/ OHSMS 18001,
IATF16949

1

Carton/Pallet

Peak Season Lead Time: more than 12
months Off Season Lead Time: within 15
workdays

LC, T/T, PayPal, Western Union

5000/Month

Product Specification

China Copper Wire Electrical Cable

Electric Wire

Cooper Wire

95%

Is Alloy

Depends

1ton

Copper Round Rod

CIF CFR Fob Ex-Work

B465 Jish3250-2006

99.95%-99.99%Copper Wire Scrap

Ocean Freight Box Packing+Carton+Pallets

Different Sizes And Specifications

Golden Electric Or Customize

China

7413000000

5000/Month

Copper Wire, Bronze Wire

Round

Alloy

20220726

Bending, Decoiling, Welding, Punching,
Cutting

High Purity Copper Wire 99.99%

Available | Customized Request

More Images

for m
ore products please visit us on chinagoldene.com

Place of Origin:

Brand Name:

Certification:

Minimum Order Quantity:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Name:

Application:

Grade:

Cu (Min):

Alloy Or Not:

Ultimate Strength (>= MPa):

MOQ:

Keyword:

Price Term:

Standard:

Purity:

Transport Package:

Specification:

Trademark:

Origin:

Guangzhou Golden Electric Co., Ltd.
chinagoldene.com

O
ur Product Introduction



Product Description

Company

Profile

GoldenElectricCo., Ltd.
is professional make of Electrical products .Such as distribution box, waterproof plug, socket, wall switch,
waterproof plastic ,Aluminum box ,Changeover Switch and disconnecting switch,MC4 Connector.isolator
switch.fusebreaker.distribution box,PV combiner box .surge protector, Indicatorlamp,Solar Charge
Controller,Industrialplugandsocket,BusbarInsulator,Meter Socket,Wind Turbine, Terminal Block,Solar product
and so on. all products comply with IEC, A S/NZS standard. passed CE, IP66, ROHS certificates.at present we
have exported to many countries and have serve these customers with professional electrical solution. 
 

Product Description

item Factory Price C11000, C1100 99.9% Pure Busbar Copper wire

Brand Name BD

Model Number C11000,C10200,C27400,C28000,etc.

Application Industry,Construction,decoration,etc.

Shape Round,Square,Rectangular,straight,rolled,pancake coil

Grade copper alloy

Cu (Min) 99

Alloy Or Not Is Alloy

Processing Service Bending, Welding, Decoiling, Cutting, Punching

Length as request

Cu (Min) 99.99%

Surface bright

MOQ 500 KG

Certificate ROHS / ISO9001:2008 / ISO900014001:2004

Type Round Straight Rod

Grade Pure Copper

Keywords Copper pipe

Payment Term 30%TT+70% Balance

Package Standard Seaworthy Package

Copper is a pure copper, the content of cu is very high. It's electrical conductivity, plasticity are all better. Copper
can be
divided into purity copper(T1/T2/T3),oxygen-free copper(TU1,TU2) ,deoxidized copper(TUP,TUMn) and special
copper(  tellurium copper, silver copper). 

for m
ore products please visit us on chinagoldene.com

O
ur Product Introduction







 

Product

Function
Brass wire is a type of copper wire. The interior of the wire is made of high-quality brass, which can improve the
electrical conductivity of the brass wire. Next, the staff of Luoyang Jingtong Copper Industry Co., Ltd. will briefly
tell you about the use characteristics and uses of copper wire!
Brass wire has strong wear resistance; It has high strength, high hardness, and strong resistance to chemical
corrosion; Its cutting mechanical performance is relatively good.
Due to the soft quality and strong wear resistance of seamless copper tubes drawn from brass wires, they can
be used in heat exchangers and condensers, low-temperature pipelines, and submarine transportation pipes;
Manufacturing plate, bar, bar, pipe, casting parts, etc; It contains 62% - 68% copper and has strong plasticity,
making pressure resistant equipment, etc.
In addition, it is worth noting that in brass wire, aluminum can improve the strength and hardness of brass,
improve corrosion resistance, and can be used for the manufacture of corrosion resistant parts.
During the processing of brass wire, the copper material to be drawn must have a good texture, and during the
processing, the filtering of the drawing lubricant and solid particles requires certain treatment.



 

Products Category

Ad Series LED Indicator Signal Warning Light Lamp    DC Junction /Distribution /Combiber Box Solar Panel
System



Electrical Fixed Terminal Strips Wire Connectors                                               Current Transformer 

Packing & Delivery

 
Packaging Details : Standard Seaworthy Packing

Picture Example: 

 
Lead time: 
Quantity(tons) 1 - 1011 - 5051 - 100>100
Lead time (days)15 10 7 To be negotiated

FAQ

Q1: Are you a factory or trading company
A1: We are a factory, we can guarantee our price is first-hand, very cheap and competitive.
Q2: How does your factory do regarding quality control?
A2: All the products will be 100% checked before the shipment
Q3: When can I get the price?
A3:Usually we quote within 24 hours after we get your inquiry.
Q4: How could I get a sample?
A4: if you can not buy our product in your local area, we will ship a sample to you. You will be charged a sample
price plus all related shipping costs. Express delivery charge depends on the quantity of the samples.
Q5: What is the price of shipping?
A5: Depending upon the port of delivery, prices vary.
 

                                                   Any more query please contact with us, thank you!

 008618998498109  eva@china-golden.com.cn  chinagoldene.com

Building 4, Self-edited Building, No. 728, Kaichuang Avenue, Yunpu Industrial Zone, Huangpu District,
Guangzhou city,Guangdong province,China

Guangzhou Golden Electric Co., Ltd.


